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Kompressorval
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Starta maskinen. Kompressortyp måste nu ställas in under 

”Avancerat / Service / Kodade inställningar / Kompressordrift”. Kod 3991.

Kompressorbenämning Värmepump

AEH33YEYMY CTC EcoHeat 306, 6 kW

ZH21K4E-TFD CTC EcoHeat 308, 8 kW

ZH26K4E-TFD CTC EcoHeat 310, 10 kW

ZH30K4E-TFD CTC EcoHeat 312, 12 kW

Inställningar kodad

Kod 0 0 0 0
Övre tank 
Nedre tank
Kompressordrift
Expansionsventil
Logg kompressorstopp

 -5.0
 7.0
 120.0
 10
 XXXXX
 7.0
 3
 5.0

Kodad inst. kompressordrift

Min brine in ºC
Maxdiff br. ºC
Max kompressor tºC
Startfördröjning
Kompressortyp
Diff VP in/ut ºC
Min laddpump VV
Kondensering VV diff max

Start the machine. Compressor type must now be set under 

”Advanced / Service / Coded settings / Compressor Operation”. Code 3991.

Compressor Name Heatpump

AEH33YEYMY CTC EcoHeat 306, 6 kW

ZH21K4E-TFD CTC EcoHeat 308, 8 kW

ZH26K4E-TFD CTC EcoHeat 310, 10 kW

ZH30K4E-TFD CTC EcoHeat 312, 12 kW

Factory settings coded

Code 0 0 0 0
Upper tank 
Lower tank
Compressor operation
Expansion valve
Log compressor stop

 -5.0
 7.0
 120.0
 10
 XXXXX
 7.0
 3
 5.0

Settings coded compr.oper

Min brine in ºC
Max diff brine ºC
Max compr. temp ºC
Start delay
Compressor type
Diff HP in/out ºC
Min charge pump DHW
Condensation DHW diff max

Selection of compressor

 

SV

 

EN


